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INSTRUMENT DIMENSIONS AND CONNECTION DETAILS

SERVICE PORT (ETHERNET)MULTI MEDIA CARD

ANTENNA

POWER-IN
100-240 VAC OR
24 VDC (CORD GRIP OR CONDUIT)

POWER-OUT FOR 100-240 VAC PROBES
(NOT USED FOR 24VDC)

CONNECTION TO DISPLAY MODULE

CONNECTION TO sc1000
NETWORK ONBOARD AT
EACH PROBE MODULE

CONNECTORS FOR RELAYS
(UPTO 230 VAC, 5A, SPST-NC)
(CORD GRIPS OR CONDUIT)

1,2,3,4,6,7,9,10 - CONNECTORS FOR UP TO 8 SENSORS OR CORD GRIPS.

9.50
241.3

CONNECTION TO PROBE MODULE

NOTES:
ALL DIMENSIONS ARE IN INCHES [MILLIMETERS].1.
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PROBE AND DISPLAY MODULE

DISPLAY MODULE
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PROBE MOD & DISPLAY

DIMENSIONS ARE IN INCHES
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8.00
203.2

3.15
80.0

9.94
252.5

3.15
80.0

10.00
254.0

4 X .26
6.5

M6 X .5
(M6 X 12.5)

2.00
MINIMUM CLEARANCE

50.8

MOUNTING DIMENSIONS

PROBE MODULE

HORIZONTAL
PIPE (CUSTOMER
SUPPLIED)

BRACKET,
PIPE MOUNTING

HEX.HEAD
SCREW & WAHSER

RUBBER PADS

VERTICAL PIPE
(CUSTOMER SUPPLIED)

BRACKET,
PIPE MOUNTING

HEX.HEAD
SCREW & WAHSER

RUBBER PADS

PROBE MODULE

MOUNTING OPTIONS
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MOUNTING PANEL

sc 1000

EXTENSION CABLE

LOCK NUT (PROBE MODULE SIDE) O-RING CLAMPING FINGERS

BUSHING (SPLIT)

LOCK NUT (DISPLAY MODULE SIDE)

PANEL MOUNT BRACKET
(REFER PAGE 4 FOR 
MOUNTING DETAILS)

INSTRUMENT DETAILS WITH PANEL MOUNTING 
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5.00  MOUNTING PATTERN
127.0

2.50
MOUNTING

PATTERN

63.5

8.13
MOUNTING 

PATTERN

206.4

9.31
236.6

9.18
233.2

R9.00
228.6

OPTION 2 .49±.02  THRU
FOR BULDHEAD CONNECTOR
(7121100 AVAILABLE FOR PURCHASE)
LOCATION IS CUSTOMERS PREFERENCE WITHIN,
NOT TO EXCEED 9" RADII

12.3±0.4

OPTION 1  1.05  THRU
FOR CORDGRIP PASS THRU
(6128701 AS SUPPLIED)
LOCATION IS CUSTOMERS PREFERENCE WITHIN,
NOT TO EXCEED 9" RADII

26.7

  3X  # 10 PAN HEAD OR EQUIVALENT LOW PROFILE HEAD FASTENER 

PANEL MOUNT BRACKET
(CAT NO. 6168100)

2.62
66.6

MATERIAL: POWDER COATED COLD ROLL STEEL
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STAND MOUNTING

MOUNTING BRACKET

POLE

WALL MOUNTING POLE MOUNTING

3.15
80.0

3.15
80.0

3.16
POLE/STAND MOUNTING

80.3 3.16
POLE/STAND MOUNTING

80.3

6.57
WALL MOUNTING

167.0

5.22
WALL MOUNTING

132.5

12.60
320.0

9.72
247.0

11.69
297.0

9.33
237.0

15.65
397.5

SUN SHEILD - sc1000 (CAT NO.LZX958.54)

MOUNTING DIMENSIONS

RUBBER PAD
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